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a measurable difference... 
 

FFaabbrriicc  VVeerrttiiccaall  BBuurrnn  TTeesstteerr  
MMooddeell::  FF00000077  --  BB  

This apparatus measures the flame spread 
properties of vertically oriented textile fabrics 
intended for apparel, curtains and draperies in 
the form of a single or multi component fabrics.   
 
A textile is held vertically in a frame.  A small 
flame is used to ignite the specimen and the 
time is measured for the flame to spread up the 
specimen.   
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Applications: 
• Coated textiles 
• Quilted textiles 
• Multi layered textiles 
• Sandwiched textiles 
 
Features: 
• Adjustable flame 
• Easy fixing mechanisms 
• Specimen Mounting Frame:  
  560mm x 150mm  
• Gas Burner 
• Gas Timer  
• Timing Devices 
 

Brushing Device Draft Enclosure 
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Benefits: 
• Easy to use 
• Fast results 
• Accurate 
 

Standards: 

• AS 2755.2 
 

Options: 
• Stainless Steel Draft Enclosure 
• Brushing Device 
 

Connections: 
• LPG: Commercial Grade: 

Propane, Butane or Butane/Propane mixtures  
• Electrical: 220/240 VAC @ 50 HZ 
• Electrical: 110 VAC @ 60 HZ 
 (please specify when ordering) 
 
 

Dimensions: 
• H: 600mm 
• W: 700mm   
• D: 540mm 
• Weight: 45kg  
 

Close up of Gas Burner 


